


For more information,  
contact your Tripp Lite Representative
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Choose the Tripp Lite UPS System That  
Best Suits Your Speci�c Application

Locate the Tripp Lite SmartOnline UPS System that matches your runtime requirements by adding the wattage  
of each Cisco device to be supported and referring to the runtime charts. Contact your Tripp Lite Sales Rep or  
Tripp Lite Technical Support for further assistance. 

 
  Cisco Equipment Power Requirements

Cisco Part #	 Description	 Peak Wattage

WSCE50024TT	 Catalyst Express 500-24TT, 24-Port, 10/100	 30

WSC296024TCL	 Catalyst 2960-24TC, 24-Port, 10/100	 30

WSC296024TTL	 Catalyst 2960-24TT, 24-Port, 10/100	 30

WSC296048TCL	 Catalyst 2960-48TC, 48-Port, 10/100	 45

WSC296048TTL	 Catalyst 2960-48TT, 48-Port, 10/100	 45

WSC2960G24TCL	 Catalyst 2960G-24TC, 24-Port, Gigabit	 75

WS-C3750-48TS-E	 Catalyst 3750 Series, 48-Port, 10/100	 75

WS-C3750-24TS-E	 Catalyst 3750 Series, 24-Port, 10/100	 75

WSC2960G48TCL	 Catalyst 2960G-48TC, 48-Port, Gigabit	 140

WS-C3750G-16TD-E	 Catalyst 3750 Series, 16-Port, 10/100/1000	 180

WS-C3560-24TS-S	 Catalyst 3560 Series, 24-Port, 10/100	 485

WS-C3560-24PS-S	 Catalyst 3560 Series, 24-Port, 10/100 w/ IEEE 802.3af	 485

WS-C3750-24PS-E	 Catalyst 3750 Series, 24-Port, 10/100 w/ IEEE 802.3af	 495

WS-C3560-48PS-S	 Catalyst 3560 Series, 48-Port, 10/100 w/ IEEE 802.3af	 530

WSC3750G24PSS	 Catalyst 3750G-24PS, 24-Port, Gigabit Ethernet Switch w/ PoE, SMI	 540

WS-C3750-48PS-E	 Catalyst 3750 Series, 48-Port, 10/100 w/ IEEE 802.3af	 540

PWR675ACRPSN1	 Cisco Redundant Power System RPS 675	 675 
	 (Add to Cisco Catalyst Switches. Provides redundant power supply 
	 without battery backup for up to 6 switches.)

  Tripp Lite SmartOnline UPS Solutions Runtime Chart

	 Connected Load (Watts)

	 70	 140	 210	 280	 350	 700	 1050	 1400

Tripp Lite Part #	 Runtime (Minutes)

SU750RTXL2U	 93	 39	 23	 11	 8	  	  	  

SU1000RTXL2Ua	 165	 70	 42	 29	 21	 7	  	  

SU1500RTXL2Ua	 249	 109	 66	 46	 35	 12	 7	  

SU2200RTXL2Ua	 369	 165	 101	 70	 53	 21	 11	 7

SU3000RTXL3U	 547	 251	 156	 110	 83	 35	 20	 13

  Tripp Lite SmartPro UPS Solutions Runtime Chart

	 Connected Load (Watts)

	 70	 140	 210	 280	 350	 700	 1050	 1400

Tripp Lite Part #	 Runtime (Minutes)

SMART500RT1U	 46	 17	 9	 5		   	  	  

SMART1000RM1U	 138	 62	 37	 28	 21		   	  


